DA-LITE SCREEN COMPANY, INC.
A U TI AL IMA ER® 3100 North Detroit Street
Post Office Box 137
—— e

Wall-Mounted Projection Screen Warsaw, Indiana 46581-0137

Phone: 574-267-8101
SPECIFICATION DATA 800-622.3737

Fax: 574-267-7804

Toll Free Fax: 877-325-4832

www.da-lite.com

e-mail: info@da-lite.com

SUGGESTED SPECIFICATIONS: fixed wall mounted projection screen(s), (H) x (W).
Screen with built-in left, center, and right channel speakers. In addition to the built-in speakers are two surround speakers and a 10"
powered subwoofer to provide 5.1 channel sound. Speakers and subwoofer manufactured by JBL Consumer Products. Frame
dimensions are 5'/+" wide x 3" deep. Top, bottom and side frame sections are miter cut and slip fit at corners. Frame comes standard
with black Pro-Trim® fabric covering to enhance appearance and absorb light surrounding the viewing area. Concealed snaps on back of
frame provide secure attachment of viewing surface. Screen surface to have reinforced black binding on all four sides. Wall mount
bracket provided. To have flexible screen surface, fire retardant and mildew resistant.

All surfaces will be seamless.
All surfaces are standard with black backing except Da-Tex® and Dual Vision.

VIDEO (NTSC 4:3) FORMAT DIMENSIONS

Viewing Area Nominal Diagonal Overall Dimensions Approx. Ship. Wt.
HxW Cm In. Cm In. Cm Lbs. Kg
50'/2" x 67" 128 x 170 84" 213 61" x 77'/." 155 x 197 109 49.4
60" x 80" 152 x 203 100" 254 70'/2" x 90'/2" 179 x 230 127 57.6
72" x 96" 183 x 244 120" 305 82'/2" x 106'/." 210 x 271 138 62.6
90" x 120" 229 x 305 150" 381 100" x 130'/" 255 x 332 151 68.5

HDTV (16:9) FORMAT DIMENSIONS

Viewing Area Nominal Diagonal Overall Dimensions Approx. Ship. Wt.

HxW Cm In. Cm In. Cm Lbs. Kg
372" x 67" 95 x 170 77" 196 48" x 77'/2" 122 x 197 118 53.5
45" x 80" 114 x 203 92" 234 55'/" x 90'/2" 141 x 230 127 57.6
49" x 87" 124 x 221 100" 254 59'/" x 97'/." 151 x 248 132 59.9
52" x 92" 132 x 234 106" 269 62'/2" x 102'/2" 159 x 260 136 61.7
54" x 96" 137 x 244 110" 279 64'/." x 106'/2" 164 x 271 138 62.6
58" x 104" 147 x 264 119" 302 68'/2" x 114'/" 174 x 291 143 64.9
65"x 116" 165 x 295 133" 338 75'/" x 126'/>" 192 x 321 151 68.5

Overall dimensions +'/4".
Specifications subject to change without notice.
Custom formats and sizes available upon request.

WHEN ORDERING, MARK APPROPRIATE SELECTIONS:

Select size from charts above. Project:

Select viewing surface:

a  Da-Mat® a  High Contrast Da-Mat®

1 Pearlescent a  Da-Tex® (rear) Architect:
[  Dual Vision a  High Power® =2

a Cinema Vision A  High Contrast Cinema Vision Phone:

= Greenguard® and Greenguard® Children and Schools Certified.

Optional Accessories: Contractor:

ad  Satellite Speaker. Phone:

3 Speaker Stands (pair). one:
Supervisor:
Phone:
Supplier:
Date:
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